FIXTURE TYPE C- EXIT DOOR FIXTURE TYPE E- ENTRY DOOR CANOPY
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2SERIES LED -

High-output, low profile, and infinite adjustment -- these small ;

aperture downlights make elegant design statements in discerning

residential, retail, and hospitality environments.

.
I ORDERING INFORMATION Quick Ship Product. All rough in

components ship within 10 days JA8-2022 INDICATED BY SHADING
up to quantities of 100.
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CEILING FLANGE
I TRIM RATING | FLANGEFINISH| CRI WATTAGE cCcT OPTIC(UGR) | INSTALLTYPE THICKNESS POWER SUPPLY MEDIA CONFIGURATION E RE
I 2RS Round |1 1P20 WH  White LOW FLUX/ LOW FLUX 24 2400K* |10 10°* (<13) |(®)Housin 0 0125°-049™ (120V) Standard Media F Flange Overla
Epanded | Dry/Damp | HIGH FLUX STATICWHITE O0cRlany, [ Wpadgesat ®W/Inte i "R, kRl (TR Phios 2% INoopluel 1215 CAMERON STREET
Shalow 12 1PRWet* AG  Satin Silver STATIC 273" TALL HOUSING b i Driver (4B ' ps, 2/ 04 Soft Focus Lens *Required for 2 ALEXANDRIA, VA
2PS Round  [¥ = 6 Industrial g 15Wmax) 15 15° (<13) NG NG Types only) Forviard/Reverse  |gequired for 10°0ptcl _Si;lﬂll'i',::w:;dm ,
%unle ‘[:ce:lssealedm Gray WHITE 0A 04 :2!’6 %88& 20 2° (<13 P 1 0507-075" (120-277V) Alternate Media applications) 22314
Shelow [ 805 80+ (Lm-2RS611,2PS592, 255 550 % 2 (<13 el 076125l o Hil 5 ZeroSightl
AU Cashmere M : 35 0K | e (c13) |AT_ G, Artight'ls 1569 Uron, FIFLUME ) - N Lens* eroSightlne
255 Square Gold 905 90+ 40 4000K <o [ocEA, Airigtand A 1% Ecosystem* *Not available for wet location) Gypsum
Bipended L - 2R5993,2P5 958,255 1003 60 60°(<13) rgosiomptame |5 207300 | “Notasiabefréh 116" Apsliquel
Srelow AB Ach |75 97 [15A 19N N ecommend- housing) LP1 Luron, Premier |02 Honeycomb Lowver* ot valable or wet T-703.836.3205
Bronze Lm- 2RS 1340, 2P5 1297, 255 1353 edfor 2PS) 01%Ecosystem | INot available for wet locatio) location) i i
: e . admin@rustorling.com
I BB EIJ(IrIzIe HIGH FLUX %Housmg@ AN& F;mhps)(itan\um 03 Clear Glass Lens P ZeroSightline .
BK  Black (STALL HOUSING DII\IIeIIII-IIIe] LN2 L/hﬂlIIpIsaxvnaLIISm 05 Frsied Glass ens II/%I/II)quueI* www.rustorling.com
bR Priver —— NRNC, Rerote {B0I0LN (09 UtraVioktLens ot aaale or vt
I I - IR [C, Rerote EA2 eldoLED,
I I I I S S S e . S5 Stainless Lm - 2RS 1833, 2PS 1743, 255 1851 IR IC'RA‘"'QI‘I 81 0‘/1 o 11 Shatterproof Soft Focus Lens
Steel* WARMDIM 15 15° (<13] |, _ Remote A2 eIdoLED ' 12 Shatterproof Frosted Lens
SOUTH EAST PARTIAL ELEVATION 1/4"=1'-0" NORTH EAST PARTIAL ELEVATION 1/4"=1"-0" | 9313 (crease ladinel | WARM 65" TALL HOUSING 2 2 (13 e igted DOOIUN |26 FosiedLineorSoreadLens’
l??mm] CF  Custom* DIM 1A 1IW % 2 =<I3} housing) ED1 eldoLFD, *(Not available for wet location)
*(Consult Factory)  (90L 90+  |15A 15W A i (13 SOLOdrive
20 W 60 607" [<13) 0.1%DALI-2,L0G
o A Incandescent Profile WL 2700K-  [*{Notrecommend- |  Remodel LD1 eIdoOLED
FINISH IMAGES 11ALm - 2RS 849, 2PS 847, 255 848 180K [edfor 2pS) RM Remodel 01%DALI2 LIN
. ON PAGE 2 154 Lm - 2RS 1131, 2PS 1130, 255 1131 R Remote- AS1 Athena Confrol
ROIECT NAME PE — 20ALm- 2R 1471, 2PS 1468, 255 1470 Remadel eldoLED,
. . HaIOgen Profle ftl Ll 'Iln:lut[I]éIsuIIo\IZUE-gtz\rI:d
11ALm - 2RS 893, 2PS 892, 255893 1800K lead time, consult factory)
15ALm - 2RS 1191,2PS 1189, 255 1190 i
204 Lm- RS 1596,295 1598, 255 1695 (e G
CYLINDER & SQUILINDER®
[ 170mm I DIM PROFILE COMPARISON. learIIclIImZ,sco:s:llfa:l:r;]
| TUNABLE TUNABLE WHITE 15 15° (<13) TUNABLE WHITE
65" TALLHOUSING 2 1 () REMOTE LIJ
WHITE |
Exceptional adaptability and performance in classic and modern - 90T 90+ 1A W 5 5 ) DD1 Ig&?gg%ﬁm
; A Warm Profile TR 4000K- |40 40° (<13) IOLED, e
silhouettes that mount seamlessly and invisibly to the wall. 6 6 Lm- 2RS 1280, 2PS 1162, 255 1293 1800K |40 6(]"*[:13] DALI-2,L0G . I I I
Cool Profe TH S000K- | Matrecommend- DG’ edol DL LA ee
ORDERING INFORMATION =2 Ll 7K s DN1 UldIUII/EI[I(II](IJALd
@ JA-2022 INDICATED BY SHADING G e (@)
BODY BAFFLE LOWER | UPPER LOWER UPPER AD1 Athena Control, w
SHAPE TYPE RATING CRI | WATTAGEPACKAGE | CCT | OPTIC | OPTIC DRIVER EldoLED,
FINISH FINISH UGR) | (UGR) MEDIA MEDIA DUALdrive* -
ALL DELIVERED LUMEN OUTPUTS (bt s ol o N
2 AND T24 COMPLIANCE REFLECTS SEEPAGESFOR CD1 Casambi Contrl
3000K PAIRED WITH 20° OPTIC o T EULED DUALGve® N
CW2 Cylnder |DF Downlight |2 Wet  |WH White WH White STATIC DOWNLIGHT [DF) |24 2400K* |15 15° <1300 DF Only" DOWNLIGHT (DF] |3 ClearGlass |9 Diffusion Lens* AND SOFT FOCUS LENS. III'I‘II.I.ZSIIIII‘IIEIZIIII I I I
W2 SquiinderUD Up /Oovnlgt| 0 |AG Sainiver 4G Sansier | WHTE STATICWHITE OO 1y gpe (cpjretere™™®|  INTEGRAL | Lens i :
AU Castmere AU Cashmere [0 1A TIWIZL 27 210 g0 g PRIZN TGl SotRaes | eron ,, PART NUMBER NOTES ]
Gold Gold 905 90 |17A 17W-18%8Lm 30 300K g 4ge (o) - 1200”';;\/ ﬁ)’erse Lens DOWNLIGHT DF) Single-gang Ju . Trlms shlps_ as e.g., 2RS1-WH-80S15A2-2HB1-TR204
BB BurntBronze |BB BurntBronze |97 97+ [23A 23W-2470Lm 35 30K |00 400 [ 010V 106 |5 Frosted Glass box provided by ¢ * Housing ships as e.g., NCL-2RF-1-LED-01 D_ >
AB Architectural |AB Architectural 40 000K SN2 120277V, 1% | Lens e Drivers ship with trim
Bronze Bronze 0-10V. LIN I e Appliqué shi ith h i >
5 | . Frosted Soft ppuque ships wi ousing
BK Black  |BK Black wagupm | DOWRLIGHT IDF 18 16° (1900 OF OO REMOTE (12011 | FocusLens " <
CF Custom Finish*|CF Custom Fiish” 2 20 Mg TR PHlISE oy fo
*{Consult Factory) *(Consult Factory) 90L 90+ 17A 1TTW 25 25° [<10I Forward/Reverse Sprea dlems W ec ami Z
Incandescent Profile WL%%%I; 40 40° [<10) UPID&V]{;I{I;.;(ZIII.T (vo) *[Not available for 2
1350Lm Squilinder) e . —
7777777777777777777777777777777777777777777777777777777777777777777777777 60 60° (<13 120-27V. 2% F H luciferlighting.com ©2025 Lucifer Lighting Company [PH] +1-210-227-7329 pg. 1
Halogen Profile WD 3000K - uE D-IDUVAnélog: LUCI E As part of its policy of continuous research and product development, the company [FAX] +1-210-227-4967
1620Lm 1800K Logarithmic LIGHTING COMPANY reserves the right to change or withdraw specifications without prior notice. I I I
WRMOMPROFLECON: = i [DATE OF REV: 08152025] O
- | Forward/Reverse|
PARISON. REMOTE (120-277V) ) >
STATIC UP/DOWN (UD) |94 400K+ 15 15° (<13][15 15° [<I6[LH1 Lutron, Hi-Lume
WHITE STATICWHITE  usocriony) |59 90° (1020 20° (13 1% Ecosystem
805 80« | 11A 1IW-1271Lm AN Philips Xitanium
— 27 210K 125 25° (<1025 25° (13 1%0-10V,L06
- 30 3000K o (¢ 0 EA2 eldoLED, SOLOdrve| m
Tl 35 350K IS O i A I:IXTU R E TYP E I: & G' PO I_E
60 60° (18160 60° [<13]ED1 eldolED, SOLOGre
40 4000K 0.1%DAL, LOG
AS1  Athena Control
eldoL ED, SOLOdrive
0.1%*
*(Includes Node. Extended
*ALL DELIVERED LUMEN lead time, consult factory)
QUTPUTS AND T24 COM- €51 Casambi Control
PLIANCE REFLECT 80+ CRI eldoL ED, SOLOdrive
3000K PAIRED WITH 20° 019
EE&E AND SOFT FOCUS *(Includes Node. Extended
: lead time, consult factory)

PART NUMBER NOTES :
- - e Wall Sconce [ex.) CW2-DF2-WHBK-90523A2-30-PH2-40 Urban @

(WH) (AB) (AG) e Up/ Downlight (UD] fixtures require two remote drivers
White  Architectural Bronze ~ Satin Silver e Remote driver(s]) ships as [ex.] PS-RMT-80S11A-1TR2
Powder Coat Powder Coat Powder Coat - .
- N . S
(AU) (BB) (BK)
Cashmere Gold ~ Burnt Bronze Black VL72 Post top, large
Powder Coat Powder Coat Powder Coat

25005

Project
The Hadco Victorian LED post top with EcoSwap is a traditionally styled luminaire Location
luciferlighting.com ©2025 Lucifer Lighting Company [PH] +1-210-227-7329 pg. 1 . . . . . . . . . . ~ §
I—U:IFEH As part of its policy of continuous research and product development, the company [FAX] +1-210-227-4967 with a highly efficient LED light engine inside. This modern engine provides energy Cat.No
LIGHTING COMFPANY reserves the right to change or withdraw specifications without prior notice. efficiency without sacriﬁcing lumens for much needed safety along walkways in Tyoe
[DATE OF REV: 09232025] o . . .
cities and neighborhoods. Allows for lower maintenance due to a longer life and Lamps Qty
fewer internal parts. This makes the VL72 with EcoSwap a fiscally economical Notes:

choice for communities on a budget. R EVIS I O NS
FIXTURE TYPE D- EXIT DOOR

D:\TRABAJO RAMIRO\RUSTORLING\2025\25005 - Sekas Maple\dwg\25005_515 Maple_A401.dwg / 9/25/2025 5:24:05 PM rlopez, Copyright RUST| ORLING Architecture.

Ordering guide Example: VL72-42-G2-A-3-E-740-A-5 DATE DESCR | PT'ON
Drive
I I IS IS DS DS DS B B . Series LED's Generation Optics Photo control Voltage current
[ I =21 N N I . [ |
VL72 42 42| EDs G2 Gen2 A Black 3 Typelll | E 120 VAC Button eye @ 730 Warm 3000K A 120-277 | 3 333mA
Victorian B White 5 Type V H 208/240/277VAC 740 Neutral 4000K VAC 5 500 mA
(large) G Verde Button eye
H Bronze N None
| Gray
J Green
Dimensions BAR C : A

Warren Mini Lantern (OL15400TXB) 09.25.2025

Width: 16-5/8"/ 42cm diameter

The Warren one light outdoor wall fixture in textured black Height: 35-1/2"/ 90cm
enhances the beauty of your property, makes your home safer EPA:

1.17 sq. ft (maximum)

and more secure, and increases the number of pleasurable
hours you spend outdoors. A subtle interplay of traditional
design elements creates the charming lantem aesthetic of the
Warren outdoor family. The textured black finish paired with
clear glass constructed in StoneStrong completes the look.

Weight: 32 Ibs / 14.52 kg (maximum)

LIGHT FIXTURE
SPECIFICATIONS

359/16"

Product Specification

ltem # OL15400TXB
Dimensions Height: 14.38" SHEET NO.
Width: 6.50"

A402

BERRY ST PARTIAL ELEVATION 1/4"=1'-0"
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