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151413121110987654321

Owner
Hekemian & Co., Inc.
505 Main Street, P.O. Box 667
Hackensack, NJ, 07602
t.201.487.1500

Architect
KTGY
8609 Westwood Center Dr #600
Tysons, VA 22182
t.703.245.1090

Civil Engineer
Walter L. Phillips
207 PARK AVENUE
Falls Church, VA 22046
t.703.532.6163
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2
10/08/1950% DD

11/22/19DESIGN DEVELOPMENT
3 01/06/2050% CD

03/05/20PROGRESS SET
4 05/08/20PERMIT SET

L-4.02
HARDSCAPE DETAILS

1 BRICK RETAINING WALL
1"=1'-0"

THIN BRICK VENEER

REINFORCED CONCRETE WALL,
SEE STRUCTURAL DWGS.

1
2" MORTAR SETTING BED

BRICK CAP

PLANTING SOIL
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NON-CORROSIVE FLASHING

4" DRAINAGE AGGREGATE LAYER

RETAINING WALL @ GRADE WITHOUT RAILING

TOP OF COMPACTED SUB BASE

#57 DRAINAGE STONE, WASHED
AND CLEAN OF FINES

4" DIA. PERFORATED PVC PIPE,
WRAPPED IN FILTER FABRIC CONNECT
TO STORM DRAIN, SEE CIVIL DWGS.

BRICK TO BE MIN. OF 2
COURSES BELOW FFE
ADJACENT PAVING

1
2" EXPANSION JOINT

PLANTINGS

THIN BRICK VENEER

REINFORCED CONCRETE WALL,
SEE STRUCTURAL DWGS.

1
2" MORTAR SETTING BED

BRICK CAP

PLANTING SOIL

95
8"

VA
R
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S NON-CORROSIVE FLASHING

4" DRAINAGE AGGREGATE LAYER

RETAINING WALL @ GRADE WITHOUT RAILING

TOP OF COMPACTED SUB BASE

#57 DRAINAGE STONE, WASHED
AND CLEAN OF FINES

4" DIA. PERFORATED PVC PIPE,
WRAPPED IN FILTER FABRIC CONNECT
TO STORM DRAIN, SEE CIVIL DWGS.

PLANTINGS

PLANTINGS

THIN BRICK VENEER, MIN. 2
COURSES BELOW FFE

REINFORCED CONCRETE WALL,
SEE STRUCTURAL DWGS.

1
2" MORTAR SETTING BED

BRICK CAP

PROTECTION BOARD, DRAINAGE BOARD AND
WATERPROOFING, SEE ARCH DWGS.

95
8"

NON-CORROSIVE FLASHING

RETAINING WALL WITH RAILING

RAILING TO MATCH ARCH. RAILING

STRUCTURAL SLAB

REINFORCED CONCRETE WALL,
SEE STRUCTURAL  DWGS.

1
2" MORTAR SETTING BED

BRICK CAP

LIGHTWEIGHT PLANTING SOIL

PROTECTION BOARD DRAINAGE BOARD, AND
WATERPROOFING; SEE ARCH. DWGS.

95
8"

FILTER FABRIC, TERMINATE 6"
BELOW TOP OF WALL

NON-CORROSIVE FLASHING

RETAINING WALL WITHOUT RAILING

4" DRAINAGE AGGREGATE LAYER

THIN BRICK VENEER TO BE
MIN. OF 2 COURSES BELOW
FFE

STRUCTURAL SLAB

2 WALL @ RAMP
1"=1'-0" 3  WALL @ PAVERS

1"=1'-0"

95
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C.I.P. CONCRETE RAMP

BRICK RETAINING WALL

1 1/2" DIA. S.S. HANDRAIL FOR RAMP

1
2" EXPANSION JOINT

PROTECTION BOARD,
DRAINAGE MAT AND
WATERPROOFING, SEE
ARCH. DWGS.

STRUCTURAL SLAB,
SEE STRUCTURAL DWGS

NOTE:
1. FOR ALL WALLS ATTACHED ONTO STRUCTURAL SLAB, REFER TO STRUCTURAL

DWGS. FOR LOCATIONS OF DOWELS/ REBARS THAT PENETRATE THE SLAB
2. STRUCTURAL ENGINEER TO DESIGN AND DETAIL ALL WALLS OVER 3' IN HEIGHT
3. ALL RAMPS, HANDRAILS & GUARDRAILS TO COMPLY WITH ADA GUIDELINES,

BUILDING AND LOCAL CODES

BRICK TO BE MIN. OF 2
COURSES BELOW FFE

FILL, SEE ARCH. &
STRUCTURAL DWGS

42" HT. ALUMINUM GUARDRAIL, TO MATCH ARCH. RAILING
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C.I.P. CONCRETE RAMP

BRICK VENEER WALL WITH BRICK CAP

42" HT. ALUMINUM GUARDRAIL, TO MATCH ARCH. RAILING

1
2" EXPANSION JOINT

FILL, SEE ARCH. &
STRUCTURAL DWGS

PROTECTION BOARD,
DRAINAGE MAT AND
WATERPROOFING, SEE
ARCH DWGS.

STRUCTURAL SLAB,
SEE STRUCTURAL DWGS

NOTE:
1. FOR ALL WALLS ATTACHED ONTO STRUCTURAL SLAB, REFER TO STRUCTURAL

DWGS. FOR LOCATIONS OF DOWELS/ REBARS THAT PENETRATE THE SLAB
2. STRUCTURAL ENGINEER TO DESIGN AND DETAIL ALL WALLS OVER 3' IN HEIGHT
3. ALL RAMPS, HANDRAILS & GUARDRAILS TO COMPLY WITH ADA GUIDELINES,

BUILDING AND LOCAL CODES

3'
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"

5 SIGNAGE WALL SECTIONAL ELEVATION
1"=3'-0"

BUILDING, SEE ARCH. DWGS.

SIGNAGE, BY SIGNAGE CONSULTANT

2'-9"

2'-2"

BRICK CLAD COLUMN
CMU CORE GROUTED
SOLID

4" THICK BRICK CAP RAILING MATCH
ARCH. DWGS.
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0" NOTES:
1. SIGNAGE SHOWN AS A PLACEHOLDER ONLY
2. RAILING TO MATCH ARCH. RAILING
3. COMPLY WITH ALL LOCAL & BUILDING CODES
4. FIELD VERIFY THAT WALL FOOTING IS NOT IN CONFLICT WITH ANY

UTILITIES AND BRING ANY DISCREPANCY TO THE ATTENTION OF THE
ARCH. IMMEDIATELY

4 PLANTER SECTION
1"=2'-0"

STRUCTURAL SLAB, SEE STRUCTURAL DWGS.

1'
-6

"

RAILING, SEE ARCH DWGS.

8" BRICK PAVER BAND

8" BRICK
PAVER BAND

BRICK PAVING,
HERRINGBONE

8" BRICK
PAVER BAND

BRICK PAVING,
HERRINGBONE

95
8" 95

8"

1'
-6
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4" DRAINAGE AGGREGATE LAYER

LIGHTWEIGHT PLANTING SOIL

FILTER FABRIC,
TERMINATE 6" BELOW TOP
OF WALL

BRICK CAP

BRICK CAP

INSULATION WHEN DEPTH IS
MORE THAN 6", REFER TO
STRUCTURAL DWGS.

4" THK. REINFORCED CONCRETE
SLAB; SEE STRUCTURAL DWGS.

PROTECTION BOARD 
BOARD, AND WATERP
SEE ARCH. DWGS.

EXPENSION JOINT

EXPENSION
JOINT

EXPANSION JOINT

WALL, SEE ARCH DWGS.
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