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151413121110987654321

Owner
Hekemian & Co., Inc.
505 Main Street, P.O. Box 667
Hackensack, NJ, 07602
t.201.487.1500

Architect
KTGY
8609 Westwood Center Dr #600
Tysons, VA 22182
t.703.245.1090

Civil Engineer
Walter L. Phillips
207 PARK AVENUE
Falls Church, VA 22046
t.703.532.6163
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2
10/08/1950% DD

11/22/19DESIGN DEVELOPMENT
3 01/06/2050% CD

03/05/20PROGRESS SET
4 05/08/20PERMIT SET

L-4.03
HARDSCAPE DETAILS

1 CAST-IN-PLACE CONCRETE STAIRS
1"=1'-0"

HANDRAIL ATTACHMENT, SEE
ENLARGEMENT A

11/2" DIA, STAINLESS
STEEL HANDRAIL

4" COMPACTED
CR-6 BASE

ENLARGEMENT A - HANDRAIL FIXING (NTS)

LC

3/
4"

POST TO BE EMBEDDED MIN. 4" IN
CONCRETE/ PRECAST PAVERS VIA
CORE DRILLING, POUR NON-SHRINK
EPOXY AROUND THE POLES TO SEAL

SEALANT (COLOR MATCHED) SLOPE
AWAY FROM POLE  (AS SHOWN)

SS SLEEVE EMBEDDED IN CONCRET

3" DIA. S.S. BASE PLATE

NOTES:

1. REFER TO PLAN FOR TREAD AND RISER DIMENSIONS (RISER NOT TO BELOW 4" OR MORE THAN 7" PER CODE)
2. SEE CIVIL SITE GRADING PLAN FOR ACTUAL NUMBER OF RISERS/TREADS
3.  REFER TO CIVIL PLAN FOR NUMBER OF HANDRAILS AT EACH STAIR (TYPICALLY ON BOTH SIDES OF STAIRS AND RAMPS)
4. GRIND SMOOTH ALL WELDS
5. CONTRACTOR TO PROVIDE SHOP DRAWINGS FOR ALL HANDRAILS
6. ALL GUARDRAIL AND HANDRAILS - SPACING AND ANCHORING TO COMPLY WITH IBC & ALL OTHER LOCAL CODES &
LOADING REQUIREMENTS.
7. FOR ALL WALLS ATTACHED ONTO STRUCTURAL SLAB, REFER TO STRUCTURAL DWGS. FOR LOCATIONS OF DOWELS/
REBARS THAT PENETRATE THE SLAB
8. STAIRS WITH MORE THAN TWO RISERS REQUIRE HANDRAIL
9. MIDDLE POST REQUIRED ON STAIRS WITH SIX OR MORE RISERS

RIGID INSULATION,
SEE ARCH. &
STRUCTURAL DWGS.

1'-0"

3'
-0

HANDRAIL ATTACHMENT
ENLARGEMENT

ADJACENT PAVING VARIES,
SEE MATERIALS PLAN

11/2" DIA, STAINLESS
STEEL HANDRAIL

6"

SLOPE

STRUCTURAL SLAB,
SEE STRUCTURAL DWGS,

R1"

WATERPROOFING,
PROTECTION BOARD,
AND DRAINAGE MAT ,
SEE ARCH DWGS.

EXPANSION JOINT

1
2" RADIUS CHAMFER

1'-0"

1'-0"

SLOPE

3'
-0

"

3"

3"

STEM WALLS AND
STAIRS, SEE
STRUCTURAL DWGS.

2 GLASS POOL BARRIER FENCE
3/4"=1'-0"

3
8" TEMPERED GLASS, 5'10"

HEIGHT x 4' MAX WIDTH

VA
R

IE
S

4'
-0

"

2'
-6

"

RECTANGULAR ALUMINUM
WINDSCREEN POST;

48" x 2 5 8" SQUARE 180 DEGREE

WELDED STEEL STANCHION,
30" HEIGHT, SURFACE
MOUNTED TO STRUCTURAL
DECK

MAX. 4'-0"  O.C. TOP OF CLASS FLAT
POLISHED EDGE

STRUCTURAL SLAB, SEE STRUCTURAL DRAWINGS

GLASS FENCE & GATE SECTIONAL ELEVATION ANCHOR PER STRUCTURAL
DETAILS& MANUFACTURER

RECOMMENDATIONS

FULL PLATE
WALL TO

GLASS HINGE

2"

VA
R

IE
S

BRICK CAP

PAVERS

6'
-0

"

GLASS POOL
BARRIER FENCE

GLASS FENCE ON BRICK WALL

BRICK VENEER
WALL

CORE DRILL BRICK
FOR POST,
BASE PLATE MOUNTED
TO CONCRETE CORE

3'
-0

"

STRUCTURAL SLAB, SEE
STRUCTURAL DRAWINGS

PANIC BAR, SEE ARCH.
ACCESS CONTROL DWGS.

ADA HANDLE AND PANIC
BAR, SEE  ARCH. ACCESS

CONTROL DWGS.

CONDUIT FOR WIRING, SEE
ELECTRICAL DWGS.

6'
-0

"

NOTE:
1. GLASS FENCE CONTRACTOR TO SUBMIT SHOP DRAWING AND DESIGN CALCULATIONS FOR FENCE AND CONNECTIONS TO THE

CONCRETE WALL AND STRUCTURAL SLAB. TO BE  SIGNED AND SEALED BY STRUCTURAL ENGINEER LICENSED IN THE PROJECT
JURISDICTION PRIOR TO FABRICATION.

2. FENCE SHALL BE DESIGNED FOR APPLICABLE WIND LIFT AND LOADING AS PER IBC& LOCAL CODE REQUIREMENTS
3. ADHERE TO ALL MANUFACTURER INSTALLATION INSTRUCTIONS.
4. GATE ACCESS HARDWARE TO BE ADA COMPLIANT
5. REFER TO STRUCTURAL DWGS. FOR CONCRETE SLAB AND STEM WALLS ON STRUCTURE

11 2"

CUSTOM SIZE PANEL,
FILED VERIFY

3'
-6

"

4'-11"
O.C.

STRUCTURAL SLAB, SEE STRUCTURAL DRAWINGS

3'-91
2" O.C.

TYP.

BUILDING, SEE
ARCH. DWGS.

2'
-8

"

bhuang
SR VA


