
WINDOW (SEE SCHEDULE)

BRICK VENEER WALL FINISH 
(SEE ELEV. FOR EXTENT)

INTERIOR EXTERIOR

SELF-ADHERING FLASHING 
MEMBRANE W/ TURNED UP 
BACK LEG & END DAMS @ JAMB 

AIR & WATER BARRIER

EXTERIOR WALL SHEATHING

BACKER ROD & SEALANT

PAINTED WOOD STOOL

5/8" GYPSUM BOARD

BRICK RETURN BEYOND

AIR SPACE

INTERMITTENT P.T. SHIM TO 
PROMOTE DRAINAGE

WOOD BLOCKING AS 
NECESSARY

CAST STONE SILL W/ END 
DAMS (SEE SCHEDULE)

BACKER ROD & SEALANT

THRU-WALL FLASHING W/ 
STAINLESS STEEL DRIP 
EDGE ON BED OF SEALANT

DRIP MOULD

WEEP HOLE

GALV. BRICK TIES

2X6 WOOD STUD 

R-21 MIN. FIBERGLASS 
BATT INSULATION

6"

1 1/2"

MORTAR NET (FILL 
GAP COMPLETELY)

)

8609 Westwood Center Dr
Suite 600
Tysons, VA 22182
ktgy.com
703.992.6116

Architecture + Planning

KTGY Project No:

Developer

It is the clients responsibility prior to or during construction to notify the architect in 
writing of any perceived errors or omissions in the plans and specifications of which a 
contractor thoroughly knowledgeable with the building codes and methods of 
construction should reasonably be aware.  Written instructions addressing such 
perceived errors or omissions shall be received from the architect prior to the client or 
clients subcontractors proceeding with the work. The client will be responsible for any 
defects in construction if these procedures are not followed.
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Hekemian & Co, Inc.

505 Main St, Suite 400

Hackensack, NJ 07602

201.487.1500
201.487.7881

PERMIT SET

MAY 8, 2020

SCALE:

3" = 1'-0" 1TYPICAL WINDOW SILL AT BRICK VENEER

No. Date Description

CONCAVE MORTAR JOINT


